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TM85

TRAILING EDGE SEAL
AUTOMATIC OVERWRAPPER

OVERWRAPPING MACHINERY

FEATURES:

. Lateral seal position on trailing edge of pack
. Position of seal on trailing edge vertically adjustable
. Quick size change

. Servo motor driven film feed allowing "dial up” film
length setting

° Film positioned by belts mechanically synchronised with
film drive

. Wind handle adjustment with dials for all variable
machine settings

. Film splicing deck
. High level, clear, quick access guards
O Touch screen diagnostic display

. €rgonomic film loading position external to machine

© Hand wheel to mechanically turn machine allowing accurate MARDEN

machine set up

. Robust design utilising box cams and sealed linear bearings
for all machine movements

OPTIONS:

. In line product feed

o Tear tape applicator EDWARDS

. Print registration system

. Separate pack transportation system through folding deck
and end sealers

. Film slitter with powered waste film winding system
. Additional cantilevered film spindle
. Product collation systems

Colour touchscreen
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OVERWRAPPER
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TECHNICAL DATA: Marden Edwards Limited m
2 Nimrod Way

Film length: 100 - 666 mm Ferndown Industrial Estate
Film width: 100 - 430 mm Wimborne Dorset
Film widths and lengths outside this range United Kingdom
are available by special design Tel: +44 (0) 1202 861200
Wrap materials: Most heat sealable films and papers Fax: +44 (0) [202 861400
Product size range: Length: 45 - 300 mm

Width: 37 - 200 mm €-mail: me@mardenedwards.com

Height: 10 - 85 mm Web: www.mardenedwards.com
Product sizes outside this range can be accommodated
by special design
Size change time: Approximately IS minutes for a full three

dimensional pack size change.
Output: Up to 70 wraps per minute, depending on

product size.
Speeds up to 270 per minute available on the WR range of trailing edge
seal overwrapper.



